
Rapid-Fit Doorsets
Suitable for Housing and Student Accommodation

Timber Frames & 
Glazed Screens
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Screen Types
MBP are one of the UK’s largest independent stockists of fire rated and non fire rated internal timber 
doors,  doorsets and glazed screens.   We offer a wide range of door facings, and can supply hardwood and 
softwood timber frames and screens that are available with a large selection of glass types.  

Our timber frames can be supplied factory sealed, white primed or fully finished to suit your project 
requirements.  Matching architraves are also available on request.  Glazed screens can be supplied on a 
‘supply ony’ basis, or we also offer installation and on-site glazing.  

Screens can be made from any combination of glass panels and doors, including:

MULTI-PANEL COMBINATION

MULLION / TRANSOMS FANLIGHT / SIDELIGHT
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FIRE RATED (FR)

PRODUCT THICKNESS
(MM) INTERIOR EXTERIOR FIRE

RATING
CERTIFICATE 

NO. DB RATING SAFETY
RATING

FIRE RATED GLASS

Pyrobelite 7 7.9 ✓ x 30/0 CF377 34 3B3

Pyrobelite 9EG 12.06 ✓ ✓ 30/0 CF377 37 1B1

Pyrobelite 12 12.3 ✓ x 60/0 CF377 36 2B2

Pyrobel 16 17.3 ✓ x 60/30 CF377 39 2B2

Pyrobel 16EG 21.1 ✓ ✓ 60/30 CF377 39 1B1

Pyrobel 25 26.6 ✓ x 60/60 CF377 40 1B1

Pyrobel 25EG 30.4 ✓ ✓ 60/60 CF377 43 1B1

Pyrostem 7 ✓ ✓ 60/0 CF581 31 3B3

Fire Door 60 7 ✓ ✓ 60/0 CF257 33 2B2

Pyroguard 7.2 ✓ ✓ 30/0 CF257 33 2B2

Pyroguard 11.4 ✓ ✓ 60/0 CF257 35 2B2

Pyroguard Insulation 15 ✓ x 60/30 CF437 38 1B1

Pyroguard Insulation 19 ✓ ✓ 60/30 CF437 39 1B1

Pyroguard Insulation 23 ✓ x 60/60 CF437 40 1B1

Pyroguard Insulation 27 ✓ ✓ 60/60 CF437 42 1B1

ACOUSTIC GLASS

6.8mm Acoustic 6.8 ✓ ✓ NFR EN 14449 35 RW 1B1

8.8mm Acoustic 8.8 ✓ ✓ NFR EN 14449 37 RW 1B1

10.8mm Acoustic 10.8 ✓ ✓ NFR EN 14449 38 RW 1B1

12.8mm Acoustic 12.8 ✓ ✓ NFR EN 14449 40 RW 1B1

16.8mm Acoustic 16.8 ✓ ✓ NFR EN 14449 42 RW 1B1

• Fire resistant glass (FR) is a specialist glass that provides protection against fire for a specific time 
frame (typically 30 or 60 minutes), depending on the type used.  

• Fire rated glass acts as a barrier to prevent the spread of flames and smoke from fire; some types also 
offer heat insulation.  It is fundamental for areas within a building that are designated as a safe fire exit/
access route.

• It is available as polished, wired or laminated/toughened as Single Glazed, or as part of an Insulated 
Glazed Unit (see page 5 for further details on IGUs).

NON FIRE RATED (NFR)
• Non fire rated (NFR) glass can be supplied as laminated or toughened, and is a safety glass suitable for 

locations with a high risk of accidental damage or vandalism.  It is ideal for applications where security 
or safety are important (i.e. due to risk of injury from human impact or from falling glass) to meet 
Requirment K4: Protection Against Impact With Glazing within Approved Document K.

• Laminated glass is composed of one or more interlayers of polyvinyl butyral (PVB) layered between 
two pieces of glass that is bonded by heat and pressure.  The interlayers remain bonded even when 
the glass is broken, preventing it from breaking into large pieces.

• Toughened glass is a float glass which is heat-treated to achieve the required safety rating. It offers 
effective sound and thermal insulation, and can block up to 99% of incoming UV radiation (helping to 
reduce fading of items within the building).

Glass Types
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Options for Screens

Screen manifestations are ideal for screening off areas to offer privacy.  They also function as a 
safety feature to help avoid accidents from people walking into the glass.  We can provide a wide 
variety of manifestations including opaque or colour matching for branding purposes

SCREEN MANIFESTATIONS

INTEGRAL BLINDS

We offer a range of integral blind systems for use within insulated glass units.  Integral blinds are 
a great looking addition to any room or office space and can even be coloured matched to your 
corporate branding. 

• Low maintenance, with no risk of damage

• Can be used to assist the control of heat 
and light

• Hygenic solution for adding privacy and 
dividing up spaces

• Can be operated manually via cord, knob, 
magnet or remote control (when motorised)

• Meets standards for child safety

• Can be used with toughened safety glass, 
low emissivity glass and acoustic glass with 
fire rated options of FD30, FD30/30, FD60 
and FD60/60.



INSULATED GLASS UNITS (IGU)

Ideal for public environments such as:

• Schools and Universities
• GP surgeries and Hospitals
• Commercial Offices

Also known as double glazed units, IGUs are a hermetically-sealed unit of glass made up of two 
or three panes. The glass panes are usually separated by silicone seals that are highly UV stable, 
but can also be gas-filled.

The glass can be clear or patterned, with many options for decorative treatments available.
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We can offer the following services for your glazed screen requirements:

• Supply only

• Screen installation

• On-site glazing

Glazed panel systems should always be installed by a qualified professional.  All of our 
installers are certified under the FIRAS third party accreditation scheme, ensuring we provide a 
comprehensive service and achieve the required level of passive fire protection.
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Installation of Screens




We have developed a wide range of specialist doorsets  aimed at 
architects, specifiers, main contractors and house builders.  Our 
doorsets carry all appropriate third party accreditations for fire 
safety and security, including BWF-Certifire, BM Trada, IFC and 
Secured by Design.  

Doorsets are ideal for building projects within the commercial, 
education, extra care / care home, healthcare and social / 
domestic housing sectors.

We are one of the UK’s largest stockists of standard size paint 
grade, veneer-faced, moulded panel and feature doors. Our  
large selection of doors are available direct from stock, but we 
also cater for non-standard size requirements via our on-site 
joinery facilities.  

We can supply doors only, doors and frames supplied in kit form 
or doors pre-hung in frames as doorsets.  For more information, 
see our individual product brochures.

DOORS & FRAMES

DOORSETS

FIRE & SMOKE SEALS

Our glass is supplied by Fire Glass UK, the market leader in fire 
rated glass and other specialist glazing, including acoustic, 
safety and mirrored glass.  Fire Glass UK offers a comprehensive 
support package, and can supply glass on a ‘supply-only’ basis 
or by a specialist glazing installation service that is tailored to 
specific project requirements. 

For more information, visit 
www.fireglassuk.com

Through our specialist division Fire & Acoustic Seals, we can 
supply an extensive range of intumescent and acoustic sealing 
solutions for both door perimeter and glazing applications.  We 
have a comprehensive range of products, all available from a 
single source and next day delivery as standard within the UK 
mainland.

For more information, visit 
www.fireandacousticseals.com

FIRE GLASS
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The MBP Group





PEFC/16-37-449

PEFC Certified

This product is 
from sustainably 
managed forests and 
controlled sources

www.pefc.org
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THE MBP GROUP OFFERS A 
TAILORED JOINERY SOLUTION
with a full range of fire rated timber doors, 
doorsets, glazing and intumescent seals -- 

all third-party tested to industry certifications.

Midland Building Products Ltd
MBP House, Spartan Industrial Estate,

Brickhouse Lane, West Bromwich, B70 0DH
Tel: 0121 521 3550  |  Fax: 0121 521 3599  

info@mbp.co.uk  |  www.mbp.co.uk 

PART OF THE MBP GROUP:


