
Range Guide Steel Riser Doors
Streamlined Access, Assured Safety



We’ve partnered with Quanex to provide 
their ProFab high-performance steel riser 
door systems with the convenience of one 
expert partner guiding your project from 
start to finish.

These fully bespoke, virtually invisible door systems are crafted in the UK and 
supported by independent, UKAS accredited third-party fire-test evidence 
seamlessly enhancing any interior design.
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Through our partnership with building access specialist Quanex, we now offer 
fully integrated steel riser door systems - giving you a single, reliable point of 
contact from specification to delivery for your entire project.

Their ProFab range of steel riser doors provide access 
into jointless plaster, plasterboard wall and masonry walls 
where access to mechanical and electrical services is 
required. They are supplied with special adjustable frames, 
and intumescent strips on the outer frame eliminating 
the need for packers and mastic application making 
installation simple.

The concealed frame has been developed to help blend 
access and riser doors into the wall so that they are 
virtually invisible. 

Standard Specification:  
	– Manufactured to order
	– Non-fire and up to 120 minutes fire-rated options
	– Lead times from 3 weeks  
	– Left or right hand opening 
	– Fully recyclable at the end of life

Frame Designs
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Picture Frame 

	– Retro-fitting and finished areas

Beaded Frame  

	– Tape and jointing or skim-coat plastering

Deep Plaster Frame  

	– Wet plastering/float and set

Dutch Fold Frame  

	– Masonry and blockwork

Steel Riser Door Systems 



The range offers dependable performance 
with up to a 1-hour fire-integrity rating, 
featuring a pivot hinge with a quick-
release mechanism for fast, effortless 
door removal. Designed for simplicity, 
it is available exclusively in beaded and 
picture-frame styles.

ProFab VEGA 1500 Series
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Specifications
ProFab VEGA 1500 Series  
– Fire Rated
	– Integrity fire-rated up to 60 minutes (E60)
	– Single or double door configurations
	– 1.2mm door and frame in electro-galvanised mild steel
	– Approved to work in flexible and rigid walls
	– Fully welded 4 sided frame
	– Powder coated matt RAL 9010 ready for finishing on site, 
other RAL colours available on request

	– Quick release pivot hinge with retractable flush bolt
	– Light weight door – 24kg/m2
	– Rockwool core door leaf
	– Beaded or picture frame options  
	– Combined acoustic, intumescent and smoke seal
	– Factory applied intumescent strips to outer frame
	– Fire tested to BS EN 1634-1:2014 + a1:2018
	– Smoke seal tested to BS476 Pt 3.1
	– Acoustic rating 35 dB for a single door / 33 dB for a  
double door

Door sizes  

The largest door leaf sizes for both single and double 
doors are 938mm wide at 2750mm high or 1035mm wide 
at 2493mm high. 

ProFab VEGA 1500 Series  
– Non-fire Rated  
	– Single or double door configurations
	– 1.2mm door and frame in electro-galvanised mild steel
	– Fully welded 4 sided frame
	– Powder coated matt RAL 9010 ready for finishing on site, 
other RAL colours available on request

	– Quick release pivot hinge with retractable flush bolt
	– Light weight door with frame – 17.5kg/m2
	– Beaded or picture frame options   

Door sizes  

The largest door leaf sizes for both single and double 
doors are 1144mm wide and 2791mm high.

ProFab VEGA 1500 Series locks

	– 3PL: 3 Point Lock
	– T bar key: used to unlatch and pull door leaf open
	– Locking assembly: engages top, bottom and lock sides
	– White plastic collar and plug as standard (stainless 
steel collar optional)

	–  3HS: 3 Point High Security Lock
	– T bar key: used to unlatch and pull door leaf open
	– Secondary locking iii. Euro profile cylinder lock
	– Locking assembly: engages top, bottom and lock sides. 
White plastic collar and plug as standard (stainless 
steel collar optional)

3 point T-bar lock with optional Euro profile cylinder lock



The ProFab INTEGRA 4000 Series 
range delivers robust performance with 
up to 2-hours fire-integrity rating, and 
an EI60 option for 60-minute integrity 
and insulation. Featuring a full-length 
concealed piano hinge with adjustability 
via steel shims, and available in beaded, 
picture, deep plaster, and Dutch fold frame 
options to suit varied applications. 

ProFab INTEGRA 4000 Series
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Specifications
ProFab INTEGRA 4000 Series  
– Fire Rated
	– Integrity fire-rated up to 120 minutes (E120). Optional EI60 
rating (60 minutes integrity and 60 minutes insulation 
rating)

	– Single, double and triple door configurations
	– 54mm door depth
	– 1.5mm frame and 1.2mm door in electro-galvanised mild 
steel

	– Approved to work in rigid and unlined shaft walls
	– Fully welded 4 sided frame
	– Continuous concealed piano hinge 
	– Visible or concealed magnetic escutcheon with suction 
cup to remove

	– 12.5mm FireLine board door leaf backing
	– Light weight door – 24kg/m2
	– Picture, beaded, deep plaster and dutch folded frame 
options

	– Rockwool core door leaf
	– Combined acoustic, intumescent and smoke seal
	– Factory applied intumescent strips to outer frame
	– Fire tested to BS EN 1634-1:2014 + a1:2018
	– Smoke seal tested to BS476 Pt 3.1
	– Acoustic rating 35dB for a single door. Upgrade options 
up to 48 dB. For double doors ask for details. 

Door sizes  

The largest door leaf sizes for single and multi-leaf doors 
are 1327mm wide and 2479mm high or 1059mm wide at 
3104mm high.

ProFab INTEGRA 4000 Series  
– Non-fire Rated  
	– Multiple door leaf configurations
	– 1.2mm door and frame in electro-galvanised mild steel
	– Fully welded 4 sided frame 
	– Continuous concealed piano hinge
	– Visible or concealed magnetic escutcheon with suction 
cup to remove

	– 28mm or 54mm door depths
	– Light weight door (28mm door - 17.5kg/m2)
	– Picture, beaded, deep plaster and dutch folded frame 
options

	– Acoustic rating 23 dB as standard

Door sizes  

The largest door leaf sizes for single and multi-leaf doors 
are 1144mm wide and 2791mm high.

ProFab INTEGRA 4000 Series locks

	– 3PL: 3 Point Lock
	– See page 5

	– 3HS: 3 Point High Security Lock
	– See page 5

	– 3HSCE: Concealed Lock
	– Magnetic escutcheon sits over the face of the lock for a 
concealed aesthetic finish

	– Easily removed with a small rubber sucker

Piano hinge
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MBP Scotland

MBP Southern

MBP London & East

MBP Southwest & Wales

MBP East Midlands

MBP North West

MBP Head Office & Midlands

MBP North East

MBP Door Solutions  
Head Office 

Unit 6, Spartan Industrial Estate
Brickhouse Lane 
West Bromwich B70 0DH
0121 521 3550 
info@mbp.co.uk

mbp.co.uk

MBP Door Solutions  
East Midlands

Units 5–8, Slack Lane 
Off Heanor Gate Ind Est 
Heanor DE75 7GX 
01773 711 777 
eastmidlands@mbp.co.uk

MBP Door Solutions  
London & East

Unit 1A, Wyncolls Road
Severalls Industrial Park
Colchester CO4 9HU
01206 222 080
london@mbp.co.uk

MBP Door Solutions  
Midlands

GATE 2, Unit 6  
Spartan Industrial Estate
Brickhouse Lane 
West Bromwich B70 0DH 
0121 521 3550
midlands@mbp.co.uk

MBP Door Solutions  
North East

Unit 4, Carbon Court 
Peckfield Business Park       
Phoenix Avenue, Micklefield    
Leeds LS25 4DY
0113 232 0651
northeast@mbp.co.uk

MBP Door Solutions  
North West

Units 3–5, Shield Drive
Wardley Industrial Estate   
Worsley, Manchester M28 2QB
0161 728 8070 
northwest@mbp.co.uk

MBP Door Solutions  
Scotland

Unit B, Prospect Court
Blantyre, Glasgow G72 0JA
01698 767 400
scotland@mbp.co.uk

MBP Door Solutions  
Southern

Unit 14, Nimrod Way Industrial Estate 
Elgar Road, Reading RG2 0EB 
0118 975 3999
southern@mbp.co.uk

MBP Door Solutions  
Southwest & Wales

Ponthir Road, Caerleon
Newport NP18 3XH
01633 876 622
southwest@mbp.co.uk
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